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     THE IRONHORSE 
IH 2055 Std. 5,5 Hk. Art. No. 968 74 35- 
Equipped with 5,5 Hp engine, handle that can be raised over the 
machine, steering brake, torque converter, forward/reverse, brake 
control on the handle and protection plate underneath the 
gearbox. 
Loading bunk and hand winch is not included. 
Variant No.                                                   Weight       

 

-00  basic equipped 
-01  equipped with Platform 5013984-02 
-02  equipped with Platform cart 5310196-70 

328 kg. 
400 kg 
416 kg. 

 

IH 2055P  5,5 Hk. Art. No. 968 74 36- 
Equipped with handle that can be raised over the machine, 5,5  
Hp engine, torque converter, forward/reverse, brake control on 
the handle, steering brake differential lock, protection plate 
underneath the gearbox, felling bunk, extension bars, load guard 
with timber roller, manual winch with 10 metre wire, tool box 
and chain saw holder and load strap, 501-39 91-01 for timber. 

Variant No.                          Weight 

 

-01 Boggi std. 
-02 Boggi spec. 
-03 Boggi spec. With U-section 
-04 Boggi std With U-section 

 
387 kg 
 
391 kg. 

 

IH 2055 PW  5,5Hk Art. No. 968 74 37- 
Equipped as the Pro model and also power winch, which has a 
torque of 7000 N and 20 metre wire. Snatch block on the wire, 
corner block on the machine to winch the machine forward.  
Strap, 501 40 16-06, to anchor the machine, corner block for the 
hand winch. Timber roller on the load guard is not included   

Variant No.                          Weight 

 

-01 Boggi std. 
-02 Boggi spec. 
-03 Boggi spec. With U-section 
-04 Boggi std With U-section 
 
 
 

 
435kg. 
 
439 kg. 

 

IH 2090 P  9 Hk    Art. No. 968 74 45- 
Equipped with handle that can be raised over the machine, Honda 
GX270 9 Hp engine, torque converter, forward/reverse, brake 
control on the handle, steering brake differential lock, protection 
plate underneath the gearbox, felling bunk, extension bars, load 
guard with timber roller, manual winch with 10 metre wire, tool 
box and chain saw holder and load strap,  
501-39 91-01 for timber. 

Variant No.                         Weight 

           
 

-01 Boggi std. 
-02 Boggi spec. 
-03 Boggi spec. With U-section 
-04 Boggi std With U-section 
 

 
400 kg. 
 
404 kg. 
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IH 2090 PW  9 Hk   Art. No. 968 74 46- 
Equipped as the Pro model and also power winch, which has a 
torque of 7000 N and 20 metre wire. Snatch block on the wire, 
corner block on the machine to winch the machine forward.  
Strap, 501 40 16-06, to anchor the machine, corner block for the 
hand winch. Timber roller on the load guard is not included   

Variant No.                          Weight 

-01 Boggi srd. 
-02 Boggi spec.  
-03 Boggi srd. Broddade band 
-04 Boggi spec. Broddade band    

420 kg. 
424 kg. 
 
454 kg. 

 

 

  
IH 2090 P  9 Hk   incl. Crane 
IH 2090 PW  9 Hk Incl. Crane 

Art. No. 968 74 45- 
Art. No. 968 74 46- 

 The IronHorse, complete with the Hydraulic Telescopic Crane 
and Hydraulic kit. The design with it’s good centre of gravity 
makes it possible to maintain the same good stability on the 
IronHorse.  The Telescopic Crane is build up in a module system 
and is very easy to assemble on the IronHorse and make the 
IronHorse more useful for a wide range of working. 
The IronHorse is equipped as the specification with or without of 
Power winch. Only 9 hp engines and the boggi spec. can be used 
in combination with the Crane     

Reach 
Length of stroke 
Pressure of stroke (Push) 
Pressure of stroke (Pull) 
Lifting capacity 
Max lifting angle 
Max angle of rotation  
Weight 
 

550-2150 mm 
0-1600 mm (2x800 mm) 
1120 kg 
690 kg 
220-800 kg 
70° 
± 61° (122°) 
370 kg 

Variant No.        Weight   
968 74 45- (without power winch) 
-22 Boggi spec.  
-24 Boggi spec. With U-section 
 968 74 46- (with power winch) 
-22 Boggi spec.  
-24 Boggi spec. With U-section 
 

 
780 kg. 
810 kg. 
 
800 kg. 
840 kg. 
 

 
. 

 
 
 
 

  
EQUIPMENT EXPLANATION 

 

Boggi Std. 
The Boogie is equipped with bearing bushing wheels. The boogie 
shaft have single wheel except the shaft with the big wheel that 
have double wheels. 
Boggi special. 
The Boogie is equipped with ball bearings and sealing 
rings and double wheels on all boogie shafts. 
U-sections Track 

  

Boggi Std Boggi special U-section 
Track 

 
 
 
 

The tracks are equipped with U-sections as are screwed 
onto the track. Each track is equipped with 12 U-sections. 
The U-sections are changeable. 
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     ACCESSORIES 
Timber Cart Combi     Art. No. 531 01 98-47 
The trailer is suspended pivotally on the IronHorse and is 
extensible. All stakes are collapsible and can be used to adapt the 
limbing roller. 

 

Width totally: 
Width behind the stake:  
Length behind the timber stake 
min/max: 
Wheel:                          (160x400 mm) 
Weight: 
Loading capacity: 

 1210 mm. 
785 mm. 
1,8- 3,8 m. 
 
16x 6,5-8” 
155 kg. 
1000 kg. 

 

  

Platform for the Timber Cart Art. No. 531 01 35-40 
The platform is delivered complete with fastening brackets. Sides 
and tailgate are foldable. The platform is made for the Timber 
Cart, 531 01 98-47. 

 

Length:  
Height:  ( Side and tailgate) 
Width:     

 200 cm 
30 cm  
120 cm 

 

  

Extension Grids Art. No. 531 01 35-41 
Extension grids to increase the volume even more. To be 
mounted on the Timber Combi Cart, Art. No. 5310198-47   

 

Height of the Grids::  60 cm. 
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Platform Cart.   Art. No. 531 01 96-70 
The Platform Cart is suspended pivotally on the Iron Horse and 
the wheels are adjustable. When the wheels are in the low 
position it is ideally suited for rear loading with or without winch. 
The front side/ side board are fixed. Loading capacity, 700 Kg. 

 
Width inside: 
Width outside: 
Weight: 
Length outside without wheel: 
Length inside: 
 
Wheel: 
Length total: 

 580 mm. 
900 mm. 
88 kg. 
2150 mm. 
1515 mm. 
20 cm 
4,00-8 
1730 mm. 

 

 
Tailgate for the Platform Cart
  

Art No. 531 01 98-77 
 

Platform Art. No. 501 39 84-02 
The platform is easily mounted on the IronHorse. With the large 
tailgate lowered it is easy to load heavy materials from the ground 
with the help of the winch.  Ideally suited for transporting big 
game out of the woods. 

 

Length:  
 
Width: 
 
Height: 
Height tailgate:  
Weight: 
Loading capacity:  

inside  
outside 
inside 
outside 

1140 mm 
1180 mm.  
815 mm. 
1020 mm.  
500 mm. 
290 mm. 
72 kg. 
500 kg. 

 

  

Tipper platform with 
removable sides 

Art. No. 531 01 35-31 

The tipper platform is delivered complete with fastening brackets 
it is tipped with the help of the winch. Sides and tailgate are 
removable. With the sides and tailgate removed, the plat form is 
completely flush with no stakes in the corners. The front gate is 
not removable. 
 

Length: 
 
Width: 
 
Height. 
Height sides: 
Weight:  
 

Inside 
Outside 
Inside 
Outside 

1000 mm 
1080 mm. 
990 mm.  
1070 mm. 
460 mm. 
290 mm. 
60 kg. 
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Skidding Cart Art. No.  5310198-35 
The skidding cart consists of a yoke with two wheels that are 
placed on either side of the log. The cross beam is placed under 
the log and hooked into the yoke. The skidding cart is pulled up 
with the winch and the log is levered up from the ground. 
The log is secured with a chain. 

 
Width totally, incl wheels:  
Height totally:   
Max log diameter inside yoke: 
Weight: 
Loading capacity: 

 1150 mm. 
1200 mm. 
600 mm. 
38 kg. 
500 kg. 
 

 

  

Limbing roller incl. bracket. Art. No. 501 39 92-01 
The limbing roller is designed to fit the stakes on the IronHorse 
and the stakes on the trailers.. 
The limbing roller is made of plastic material in order not to 
damage the chain With the use of the limbing roller it is easy to 
achieve the correct and comfortable working height and a work 
saving method of loading the IronHorse or the trailer.. 
The limbing roller can be turned  90 degrees for transport. 

 

Diameter:    
Weight:  
Length:    

 125 mm. 
8 kg. 
600 mm. 

 

  

Felling bunk  
Extension bar 
Snatch block 

Art. No.  531 01 35-24 
                501 39 94-01 
                531 01 96-08 

The Felling bank have folding rod as are possible to lock in two 
positions, as make it easy to load and unload big logs. The Felling 
bank have ring on each side to fasten the strap and a felling 
function to unload the log. The extension rod is always included 
in al Pro and Prow versions of The IronHorse.  
 
The extension rod can be used to extend the rod and increase the 
loading capacity. It can also be used to facilitate the loading both 
manual and with the winch. The extension rod have also 
attachment lug to attach the snatch block as can be used for 
winching.  
 
The snatch block is open with a swivel hook. Extremely useful 
in combination with the power winch, both for changing direction 
of pull and for winching the IronHorse forward. 
Felling bank: 
Loading width: 
Loading hight: 
Extension rod: 
Length: (mounted in the rod) 
Totally length:   

  
800 mm. 
300 mm. 
 
300 mm. 
370 mm. 
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Integrated Telescopic Crane Art. No. 531 01 35-08 
The Hydraulic Integrated Telescopic Crane can be mounted on 
the IronHorse. The design with it’s good centre of gravity makes 
it possible to maintain the same good stability on the IronHorse. 
The Telescopic Crane is build up in a module system and is very 
easy to assemble on the IronHorse with 9 hp engine. 
 
Reach 
Length of stroke 
Pressure of stroke (Push) 
Pressure of stroke (Pull) 
Lifting capacity 
Max lifting angle 
Max angle of rotation 
Weight 
Hydraulic pressure 
 

 550-2150 mm 
0-1600 mm (2x800 mm) 
1120 kg 
690 kg 
220-800 kg 
70° 
± 61° (122°) 
370 kg 
140 Bar 

 

  

Loading crane Art. No. 501 39 99-01 
The loader can be fitted to each IronHorse with power winch. 
The loader is complete with bracket to the power winch, 
adjustable loading arm, chains and roller. 

 

Length loading arm (min/max): 
Hanging capacity: 

 850-1150 mm. 
500 kg. 

 

  

Loader,  compl. Art. No. 531 01 35-66 
The loading crane is an accessory made for our timber cart,   
(531 01 98-47 ) for more comfortable loading of logs on the 
timber cart.  
The Loading crane is easy to attach to the timber carts rod and the  
break point for the winch wire is adjustable length al the loading 
crane. The snatch block (531 01 96-08) is included. The stepless 
adjustment of the braking point, make it easy to load the log on 
the cart, both from the side and from the rear. From the side of the 
cart, it is also possible to roll up big log on the cart.     
 

 

 
 

Loading Plate, Kit. Art. No. 531 01 35-15 
Kit consisting of mounting brackets and plate. This kit makes it 
easy to load logs using the winch as the logs slides onto the 
machine.  
Foldable in a way that it can be in horizontal position when going 
without any load on the machine. The loading plate is also a 
support to the ground and work as a brake so the machine don’t 
move back wards. 
The loading plate is easy to mount on existing machine.  
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Driving Track 
Driving Track with U-sections 

Art. No. 531 00 00-01 
Art. No. 531 01 35-26 

Kevlar armed driving tracks, made or nature rubber and epoxy 
pin, casted into the rubber. The tracks have a very good tearing 
strength and hard-wearing.  
The tracks are special made for the IronHorse. 
 
Driving Track with U-sections, have 12 U-sections in each track, 
to make better grip to the ground. Specially if the ground is hard 
and slippery.  
 

   

 

  

U-sections for the  
Driving tracks. 

Art.No. 5310135-17 

Mounting kit for the Driving tracks include 24 pieces for 2 
Driving tracks, 12 U-sections in each tracks.  Al are included in 
the kit, with screws, nuts and washers.  The U-profile have a 
toothed surface, as give a good grip in slippery and hard ground .   
 
1 U-section, as spare, article no: 531 01 98-34 

 

   

 

  

Power winch  IH 5,5 Hp  
Power winch  IH 9 Hp 

Art. No. 501 39 98-01 
Art. No. 501 39 98-05 

The Power winch to the IronHorse include, a complete kit with 20 
m. wire, corner block, pulley, belt, bar and cover for the 
transmission.  
 
 
 
Propulsion 
Winch wire included the hook. 
  

 
6 mm. 

700 – 1000Kg 
20 meter 

 

  

Hand winch Art. No. 501 39 95-01 
The Hand winch, included wire and hook. 
 

 

Propulsion 
Wire 

 
5 mm.  

500 kg. 
10 m. 
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Load strap. 
Anchor strap 2 m. 

Art. No. 501 39 91-01 
Art. No. 501 40 16-06 

The Loading strap (501 39 91-01). Used to secure the load on 
the IronHorse. The Anchor strap, is included in al Pro and Prow- 
versions of the IronHorse.  
The anchor strap (50140 16-06), has a hook at one end and a 
loop at the other. 
To be used to anchor the IronHorse to a tree when winching 
heavy logs. The anchor strap shall be used not to damage the 
anchor tree.  
The Anchor strap, is included in al Pro and Prow-versions of the 
IronHorse. 
 
 
   

 

  
Storage cover. Art. No. 501 39 79-01 
Tailor made storage cover to protect the engine, steering lever and 
power winch when storing the IronHorse outside. 

 

   

 

  

Hydraulic kit. Pump 1,9 cm3 
Hydraulic kit. Pump 5,0 cm3  

Art. No. 531 0 137-01 
Art. No. 531 01 37-03 

With this Hydraulic kit you can use a wide variety of equipment and 
tools together with your IronHorse.  
 
The Hydraulic kit can only be assembled on the 9 Hp version of the 
IronHorse. 

 

Hydraulic kit. Pump 1,9 cm3 
Flow: 
Pressure: 
Hydraulic kit. Pump 5,0 cm3 
Flow: 
Pressure: 

  
6,5 l/min. 
200 bar 
 
18 l/min. 
140 bar 

 

  
Boggi special. Complete  (4 st.) 
Complete with attachment 

Art. Nr. 531 01 33-77 
Art. Nr. 531 01 95-03 

Bogie special, include  2 bogie for the front and 2  bogie for the rear. 
The bogie is complete with wheel, ball bearing and seal rings. The 
bogie special is replaceable on al machines, as have an attachment in 
the chassis, as have the same size as the profile (80 mm.). 
Bogie special can also be assembled on old machines, as have the 
widther attachment 150 mm. In the kit, 531 01 95-03 is the 
attachment included.  Remove the old attachment and a drawing 
shows how to weld the new attachment in the chassis 
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