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SMP’s Grab module simplifi es diff erent work tasks 
in buildings and other sites. Allows smooth and 
simple handling of curb stones, posts, timber, and is 
also  extremely useful when laying pipes and drains.

The Grab module is easy to install on/
remove from Swingotilt®, and is not bulky. 
The tools are attached under Swingotilt® as usual, 
and are used in the traditional way.

The grab module is manufactured for high durabil-
ity, strength and low weight. Lifting is secure due to 
the integrated load retention valves in the hydraulic 
cylinders and with three fi nger grab as standard.

NB:
Grab module Swingotilt® ST6 = GM9/ST9, only 
S45/S50.

TECHNICAL SPECIFICATION GRAB MODULE

For Swingotilt® ST6, ST9, ST15, 
ST22 and ST28

Grab module Claw opening (mm) A Load (kg) Weight (kg)

GM9/ST9 600 Max 1000 55

GM15/ST15 600 Max 1000 90

GM22/ST22 600 Max 1000 135

GM28/ST28 600 Max 1000 135

Integrated grab module
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1. System Pro

2. System P

3. System TXSC

4. System TXC

5. System TS

Explanations:

T [tilt] = Tilt function.  
Tilts right/left

S [swing] = Rotation.  
Rotates right/left

X [extra] = Extra function.  
Outlet on right or left  
side of the tool mounting

C [coupler] = Quick Cou-
pling.  
Hydraulic lock function  
on the tool mounting

1. System Pro – Proportional control of functions
The Swingotilt is fitted with proportionally controlled valves, allowing vari-
able and continuous operation of all functions independently of one other, 
using a joystick equipped with integrated proportional rollers. The system 
utilizes the machine’s hammer or crusher hydraulics.

2. System P – Parallel control of functions
Using the P-system it is possible to operate all functions independently 
of each other using the buttons in the control levers. The oil flow to the 
Swingotilt is regulated using a foot pedal or electrically. The system uses the 
base machine’s hammer or crusher hydraulics.

3. System TXSC – Tilt + Extra + Swing + Coupler
The TXSC system allows one to change between the functions tilt, rotation, 
extra function or Quick Coupling. The system uses single crusher hydraulics.

4. System TXC – Tilt + Extra + Coupler
The TXSC system allows one to change between tilt, extra function or Quick 
Coupling. The system uses double crusher hydraulics. The single hydraulic 
circuit goes directly to rotation.

5. System TS – Tilt + Swing
Changes between tilt and rotation. The system uses single crusher hydrau-
lics.

Standard system with 
international designations

Valve system/Control system
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www.smpparts.com

SMP Parts AB 
Bergsjövägen 3
820 71 ILSBO
SWEDEN 

Tel: +46 650-356 50 
Fax: +46 650-356 60
Email: info@smpparts.com

Sales Norway 
SMP Parts AB Norwegian  
Department 
Postboks 43 
3051 Mjøndalen 
NORGE 
 
Tel: +47 32 87 58 50 
Fax: +47 32 87 58 55

– PART OF arema-GROUP –

Artcom Tradebridge Ltd
Unit 2A, Strathallan Air�eld
Auchterarder, Perthshire
PH3 1LA, Scotland

Tel: 01764 66 3000
Fax: 05601 163 109
info@artcom-tradebridge.com
www.artcom-tradebridge.com


